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ULTRA FAST INSTANT PLASTIC REPAIR

SIMPLE GUIDE TO PLASTIC REPAIR

1.

In case of a crack drill a small hole diameter approx. 3 mm
at the end of the crack.

This is to avoid the crack spreading after the repair has
been completed.

4.

Remove all dirt, grease etc. from the surface with the
special water based plastic cleaner such as TTP Plasticlean.

Rub the surface with a sponge P400 and the Plasticlean.

Wait 15 seconds, then wipe off the surface with a clean and
dry cloth.

PLASTI

7.

To prepare the TTP90 cartridge remove the cap from the
cartridge by turning the cap 180° and removing. Place the
Mixer tip on top of the cartridge and turn 180° to lock in
place and insert into application gun.

10.

Application of the reinforcement tissue with TTP90.

Reinforcement tissue with applied TTP90 should be
brought to the prepared damage from the backside and
should be pressed softly, so the TTP90 flows through the
crack to the front of the damage. At the front side spread
out the TTP90 with a spatula. While spreading out at the
front press softly at the backside so you don’t push back
the product too much.

2.

Cut a ‘V’ grove only at the front side of the crack.
Do this with a knife or a sanding machine.

Always be sure that you do not heat up the plastic too
much if using a sanding machine.

5.

Spray a thin layer of the TTP Adhesion Promoter over the
damaged/sanded area and allow to dry for 5 minutes
(23°C).

The drying time of the Adhesion Promoter can be reduced
by using hot air, but natural drying is preferred.

8.

Before applying the TTP90 press out 4 cm of product to be
sure that the product is properly mixed and discard this
section of product.

REPAIR

11.

After the TTP90 has cured, sand the surface with grade
P180 sand paper . While sanding make sure that you do
not heat up the surface too much. You can sand by hand
or with a slow turning sanding machine. Surface can be
finished with sanding paper Grit P320.

3.

Sand the front and back with sanding paper P180.

Always sand a larger surface than the damage
(Approx. 2cm on all sides front and back).

Avoid heating the plastic too much.

6.

Cut the Reinforcement Tissue to the desired size. This is
approx. 2 cm wider than the damage.

The Reinforcement Tissue is only used at the backside of
the damage.

o.

Apply TTP9O directly onto the reinforcement tissue.

During the application be sure that the tip of the mixer tip is
always in the product, this is to avoid allowing air into the
product, which will create air bubbles.

12.

After the surface has been sanded you can apply
body filler if necessary.

For painting the surface follow the instructions
of the paint producer.
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